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ITEM UNIT | SUFER | SUB TOTAL

w Bridge Approach Pavement Connector (PCC) 5S¢ vd. L0756 1,076
Reinforcement bars shall conform to the requirements of ASTM A 706 Pavemsnt Reinforcement 9" Sq. vd. 1076 1,076
G 0 S Speciol Provish - N Py
Gr 60. Sse Speciol Provisions. Approach Siab Removal Sq. Yd. 1,650 1,650
Reinforcement bars designaled (E) shall be epoxy coadled. INDEX OF SHEETS Concrete Barrier Removal oot 79.0 79.0
PR ; - , , . Concrete Removal Cu. Yd. 55.7 - 55.7
Prior to pouring the new concrete deck, all heavy or loose rust, loose mill L General Pian and Elevati - - =
scale, and other loose or potentially detrimental foreign material shali be Lo beneral fFian and Elsvation Protective Shield 5q. Yd. 1,389 4389
removed from the surfaces in contact with concrete. Tightly adhered paint may 2. General Notes, Eilf of Materlal and Index of Sheets «| Strocture Excavation Cu. Y. 488 488
remain uniess otherwise noted. Removal shall be accomplished by methods 3. Stage Construction Defails - " T o 65
that will not damage the steel and the cost will be included in ihe pay ilem 4. Temporary Concrete Barrier for Stage Consiruction Concrefe Structures Cu. Yd. 76.5 6.5
covering removal of the existing concrete. 5. Bridge Dock and Approach Siab Repoire Concrete Superstructur Cu. Ya. 320.9 320.9
As directed by the Engineer, existing conslruction accessories welded 1o the 5 S er Bridae Approach Slab Details | of 2 ; P : So. Yd. £.934 ° 934
. - e ; ; # ) ooV, 4

fop flange of beams and girders shall be removed, The weld areas shall be 0. 20UTh Brigge Approach oiab Derghs 1ol & BH,d,gf,, Deck Grooving 3 I i i

! ; y ; ) . ’ < o 4 y ; faile 2 of . - - P
ground flush and inspected for cracks using magnetic particle testing (MT) or 7. South Bridge Approach Siab Defalls 2 of 2 Protective Coat Sq. vd. 3,354 3,354
dye penefrant testing (PT) ualified personnel approved b > Engineer. 8. North Bridge Approach Slab Detaiis 1 of 2 N PR N o
e pﬂ My g quaitied personn Y ppro ,Jd v the Engineer. 4 rrege Approact fe Y Reinforcement Bars, Epoxy Coated Pound 71,150 14,060 85,210
Any cracks that cannot be removed by grinding ‘s inch deep shall be idsntified 3. North Bridge Approach Slab Details £ of 2 —
and reported to the Bureou of Bridgss and Structures for further disposition. 10. Expansion Joint Repairs Bar Splicers Fach 178 50 258
The cost of removing welded accessories, grinding and inspecting weld areas N - N o ~ ~ -

; ' = L C U T f i I, Expansi joint Detail, heet Piling . F1. 296 295
and grinding cracks wil be paid for according to Article 109.04 of the 1. Expansion Joini 1,§r;,,s Temporary Sheet Piling 5q. /

Standard Specitications. 12, Preformed Joint Strip Seal Preformed Joint Strip Seal ~ Foot 243.0 243.0
13, Steel Repair Deta i o ;
% - . . . -~ ' o End Sections 12 Each Z 2
If the Confractor elects to use cantilever forming brackets on the exterior 4. Abutment Stabilization Details e = - pvs
beams or girders, the brackets shall be ploced at the same locations as i5. Bar Splizer Assembly Details Geocomposite Wall Drain Sg. rd. 59 89
requ/{gd fgr the ,’70rdm@z;d blocks in Articie '593.9‘;‘1‘{) Aof the Sra/jdafd 18-32. Existing Plan Tm’»)rn;,,c#/on Pipe Drains 12" Foot 55 55
Specifications. If additional cantilever forming brackets are reguired, R s ' . S : T Foot 252 250
R A F Fari B intear, drai r s r ‘ -
hardwood blocking shall be wedged between the exterior and first interior Pipe Ungerdrains Tor Struciures o0 o
beam at each of these additional brackei focations. Removing [nists Etach 3 3

i i F detail lati st / 1 7 3 Infet Box, Sta 60 Fach !

Plan dimensions and details relative to existing plans are subject to nominal Type B Inlet Box, Standard 609001 ) - Each 1
construction variations. The Contractor shall field verify existing dimensions and Type C Inlet Box, Standard 609001 Each 1 i
details affecting new constructi nGke necessary ap justments pri ; " ; ¥ .
19/0 af’ es. ing new 4c:z_s//rfcj/am (m‘d maoke m 5¢ }' apprfwed adjustmen e or Type D Inlet Box, Standard 609001 Fach y i
to consiruction or ordering of materials, Such variations shall not be cause for -
nal compensation for a change In scope of the work, however, the Concrete Thrust Blocks Fach 2 2

“ont, ~tor /) e il For it ity ~tc, furnished he it price hid — N . B R
gf;‘}/u;/i:’g/\ﬂk/w be paid for the quantity actually furnished at the unit price bid Bridge Deck Latex Concrete Overlay, 2's" 5q. vd. 2,412 2,412
70 0 Work.

Expunded Polystyrene Fill Cu. 7d. 303 303
The cxisting structural stesl coaring contains lead.  The Contractor shall jake Bridge Deck Hydro- Scorification, 2%" Sq. vd. 2,412 2,412
appropriate precautions to deal with the presence of lead on this project. s - — p—

Deck Slab Repair (Full Depth, Type I Sg. vd. 23.8 23.8
IT the contractor chooses fo alter the femporary cantilivered sheet piling design Deck Slab Repair (Full Depth, Type I1) Sg. rd. 17.1 17.1
requirements shown on the plans, a design submittal including plan details and = T T ) -

. ; Py : N =i, 0dif Isting Pin C >l fon . Sum 25 0.25
caleulations will be required for review and gcceptance by the Engineer. Modify Existing Pin & Link Conneclion L. Su 0.25 0.25
The Contracter shall connsci the first sheet to the existing abutment wall to - - — " — - -
ensure stability of sheets driven to the fop of the existing pile. This connection * All excavated mcfe,:fa/‘s shall be d/sposeo’ of wr//mm IDUT rr/ghf—p%wcy and within the project limits. See the
shall be reviewed and accepted by the [nginesr and included in the cost of General Notes sheet from the roadway plans for more information.

Temporary Sheet Piling.

Stage construction shall be utilized to maintain tr

©

ic during construction.

The Contfractor shall exercise care during removal of existing joints to ensure that
the slub, beams and digphregms’ integrity will not be detrimentally impocted. The

Contractor shall repair any domage(s) to the slab, beams and diaphragms coused by
his operagtion as directed by the Engineer at no addifional cost to the Department.

Protective Coat shall be applied to the new Bridge Dsck Latex Concrete
Overlay and Approach Slabs as well as lhe lop and inside faces of Porapets.

n

Joint openings shall be adjusted according to Article 520.04 of the Std. Specs.
when the deck is poured at an ambient tempercature other than 50°F.

GENERAL NOTES, BILL OF MATERIAL

AND INDEX OF SHEETS
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CHECKED - KWS

F.AL TOTAL | SHEET
DRAWN RMG B o . Compony SHEET NoO. 2 |RIE- SECTION COUNTY  ISHEETS| " NO.
CHECKED - KWS benesch 208 NorthMichigan Avene, Suf 2400 5o 22, 1-1, 283RS-7 DUPAGE 546 415
312-565-0450 Job No. 10050 31 SHEETS CONTRACT NO. 60G51
FED. ROAD DIST. NO.  |ILLINOIS| FED. AID PROJECT
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